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Introduction

Due to the high strength/stiffness, low density and high manufacture flexibility, continuous fiber fabric reinforced resin matrix composites are widely used in vehicle engineering, especially in new energy vehicles for weight saving consideration [START_REF] Liu | Lightweight design of carbon twill weave fabric composite body structure for electric vehicle[END_REF][START_REF] Mo | Coupling investigation on tensile and acoustic absorption properties of lightweight porous LGF/PP composite[END_REF][START_REF] Wei | A viscoelastic model of compression and relaxation behaviors in preforming process for carbon fiber fabrics with binder[END_REF][START_REF] Wei | Mechanical analysis and modeling of metallic lattice sandwich additively fabricated by selective laser melting[END_REF].

It is well known that the preforming of the continuous fiber fabric is an important step in manufacture process of the composites, and the defects such as wrinkle in fabrics generated in the manufacture process have significant negative influence on the overall mechanical properties [START_REF] Do | Effects of the wrinkled fabric preform on the bending properties of resin transfer molded composites[END_REF][START_REF] Wei | Mechanical properties of Invar 36 alloy additively manufactured by selective laser melting[END_REF].

As indicated in reported literature, tensile, in-plane shear and bending are the primary deformation modes of the continuous fiber fabric in the forming process. Specially, in-plane excessive shearing, which is mainly related to the initiation of wrinkles defect [START_REF] Boisse | Simulation of wrinkling during textile composite reinforcement forming. Influence of tensile, in-plane shear and bending stiffnesses[END_REF][START_REF] Tephany | Development of an experimental bench to reproduce the tow buckling defect appearing during the complex shape forming of structural flax based woven composite reinforcements[END_REF][START_REF] Wang | Experimental and numerical analyses of manufacturing process of a composite square box part: Comparison between textile reinforcement forming and surface 3D weaving[END_REF][START_REF] Boisse | The bias-extension test for the analysis of in-plane shear properties of textile composite reinforcements and prepregs: a review[END_REF][START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF][START_REF] Hosseini | Identifying the distinct shear wrinkling behavior of woven composite preforms under bias extension and picture frame tests[END_REF][START_REF] Guzman-Maldonado | Experimental and numerical analysis of wrinkling during forming of multi-layered textile composites[END_REF], and significantly affects the fabric permeability [START_REF] Kim | Prediction of the vacuum assisted resin transfer molding (VARTM) process considering the directional permeability of sheared woven fabric[END_REF][START_REF] Pierce | Permeability characterization of sheared carbon fiber textile preform[END_REF] in liquid composite molding (LCM) process, is considered as the most dominant deformation mode [START_REF] Gereke | Experimental and computational composite textile reinforcement forming: A review[END_REF][START_REF] Bussetta | Numerical forming of continuous fibre reinforced composite material: A review[END_REF][START_REF] Krogh | Picture-frame testing of woven prepreg fabric: An investigation of sample geometry and shear angle acquisition[END_REF][START_REF] Cao | Characterization of mechanical behavior of woven fabrics: Experimental methods and benchmark results[END_REF]. Thus, in order to explore the shear behavior of the fabrics, the picture frame and the bias extension tests are widely reported in literature [START_REF] Boisse | The bias-extension test for the analysis of in-plane shear properties of textile composite reinforcements and prepregs: a review[END_REF][START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF][START_REF] Hosseini | Identifying the distinct shear wrinkling behavior of woven composite preforms under bias extension and picture frame tests[END_REF]. Fig. 1 illustrates the basic principles of these two testing protocols. Compared with the bias extension test, the superiority of the picture frame test is that it can provide relative more uniform shear deformation field without slippage of the yarns [START_REF] Kashani | The Role of Intra-Yarn Shear in Integrated Multi-Scale Deformation Analyses of Woven Fabrics: A Critical Review[END_REF][START_REF] Montazerian | A frameless picture frame test with embedded sensor: Mitigation of imperfections in shear characterization of woven fabrics[END_REF].

Besides the exploration of the shear experiments, actually, a number of works reported that applying pre-tension to fabrics through such as blank holder [START_REF] Rashidi | Passive control of wrinkles in woven fabric preforms using a geometrical modification of blank holders[END_REF][START_REF] Matveev | A novel criterion for the prediction of meso-scale defects in textile preforming[END_REF][START_REF] Tavana | Meso/macro-scale finite element model for forming process of woven fabric reinforcements[END_REF][START_REF] Nezami | Analyses of interaction mechanisms during forming of multilayer carbon woven fabrics for composite applications[END_REF]and spring-load clamps [START_REF] Chen | Formability optimisation of fabric preforms by controlling material draw-in through in-plane constraints[END_REF][START_REF] Harrison | Press forming a 0/90 cross-ply advanced thermoplastic composite using the double-dome benchmark geometry[END_REF] was an effective way to suppress wrinkles caused by excessive shearing. Thus, recently, several studies discussed the shear pre-tension coupling properties of the fabrics through the picture frame testing devices [START_REF] Willems | Picture frame shear tests on woven textile composite reinforcements with controlled pretension[END_REF][START_REF] Launay | Experimental analysis of the influence of tensions on in plane shear behaviour of woven composite reinforcements[END_REF][START_REF] Nosrat-Nezami | Characterisation of the shear-tension coupling of carbon-fibre fabric under controlled membrane tensions for precise simulative predictions of industrial preforming processes[END_REF][START_REF] Kashani | Analysis of a two-way tension-shear coupling in woven fabrics under combined loading tests: Global to local transformation of non-orthogonal normalized forces and displacements[END_REF].

For instance, Willems et al. [START_REF] Willems | Picture frame shear tests on woven textile composite reinforcements with controlled pretension[END_REF] revealed that the shear resistance increased with the enlarged pre-tension. Launay et al. [START_REF] Launay | Experimental analysis of the influence of tensions on in plane shear behaviour of woven composite reinforcements[END_REF] confirmed that the shear force was affected by the membrane pre-tension induced by the different clamping of fabric on the picture frame devices. Nosrat-Nezami et al. [START_REF] Nosrat-Nezami | Characterisation of the shear-tension coupling of carbon-fibre fabric under controlled membrane tensions for precise simulative predictions of industrial preforming processes[END_REF] utilized air cylinders to apply constant pre-tension force, and indicated that the shear force was affected by the membrane pre-tension in the whole shearing process. Haghi Kashani et al. [START_REF] Kashani | Analysis of a two-way tension-shear coupling in woven fabrics under combined loading tests: Global to local transformation of non-orthogonal normalized forces and displacements[END_REF] reported that the shear force of the fabric inclined with the increasing pre-tension provided by the displacement control at the initial shear angle. While, the distinctions of the shear force under different pre-tensions were not obvious at high shear angle due to the relaxation of the pre-tension on the fabric.

It should be well noted that the above studies on shear pre-tension coupling behavior of the fabric mainly focus on the characterization of macro performance including such as shear force versus angle curves and shear deformations. Actually, the evolution of mesoscopic feature of fabric such as yarn width is a key factor in the formation of wrinkle defects in the shear deformation. While, up to now, the studies on the yarn width evolution are carried out in the shear test without applying pre-tension [START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF][START_REF] Hosseini | Identifying the distinct shear wrinkling behavior of woven composite preforms under bias extension and picture frame tests[END_REF]. That is the effects of applying pre-tension on the yarn width evolution in the shear deformation have not been revealed yet.

Thus, the objective of this paper is to explore the effects of the pre-tension on the shear behavior of a typical kind of fabric, namely, the comingled glass-polypropylene 2-2 twill woven fabric in view of both macro and mesoscopic scales. As the necessary experimental basis, a self-developed picture frame fixture, which included a relatively concise approach to apply pre-tension loading, was originally designed. Then, the shear experiments under different levels of pre-tension were conducted, and the macroscopic shear force and shear deformation of the fabric were discussed. Finally, the mesoscopic features in shear pre-tension coupling deformation, including undulation of fabric surface and variation of yarn width, were analyzed and discussed.

Then, the devised picture frame fixture and the exploration of the shear pre-tension coupling behavior provide an important experimental basis to the purpose of suppressing forming defect. 

Experiments

Fabric and sample preparation

As shown in Fig. 2a, the comingled glass-polypropylene 2-2 twill woven fabric, which is widely used in vehicle engineering, is selected as a representative for shear pre-tension coupling tests in this work. The fabric is composed of 60% E-glass fiber and 40% polypropylene fiber. It can be seen that the woven tightness of the selected fabric is large, and the basic specification and geometrical properties are listed in Table 1. As illustrated in Fig. 2b, the cross shape sample was designed and prepared before tests. The shear region in the middle of the sample was 100 mm × 100 mm.

Considering the effects of the local bending of yarns closed to the clamp induced by the clamp design on the pure shear deformation of the shear region, the rovings, which were adjacent to the shear region, were removed to reduce boundary effect according to the reported literature [START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF]. Additionally, the distance between the shear region and the clamp was enhanced to be 55mm to reduce the boundary effect on the center shear region. In order to measure the full-field deformation by the digital image correlation (DIC) method, in the pre-treatment, black dots were uniformly marked on the surface of shear region. Currently, the shear pre-tension coupling behavior was investigated by the developed picture frame fixture, which is composed of the traditional picture frame fixture and the applying pre-tension device [START_REF] Launay | Experimental analysis of the influence of tensions on in plane shear behaviour of woven composite reinforcements[END_REF][START_REF] Nosrat-Nezami | Characterisation of the shear-tension coupling of carbon-fibre fabric under controlled membrane tensions for precise simulative predictions of industrial preforming processes[END_REF][START_REF] Kashani | Analysis of a two-way tension-shear coupling in woven fabrics under combined loading tests: Global to local transformation of non-orthogonal normalized forces and displacements[END_REF]. The current applying pre-tension devices mainly utilized the cylinder or motor to provide pre-tension, and measured the pre-tension value by the sensor, which usually require various equipments, and are costly. Thus, in this work, similarly, a picture frame fixture was originally developed by mechanical structural design to test the shear pre-tension coupling behavior of the fabrics. Especially, different from the reported picture frame fixtures [START_REF] Launay | Experimental analysis of the influence of tensions on in plane shear behaviour of woven composite reinforcements[END_REF][START_REF] Nosrat-Nezami | Characterisation of the shear-tension coupling of carbon-fibre fabric under controlled membrane tensions for precise simulative predictions of industrial preforming processes[END_REF][START_REF] Kashani | Analysis of a two-way tension-shear coupling in woven fabrics under combined loading tests: Global to local transformation of non-orthogonal normalized forces and displacements[END_REF], here, the designed picture frame fixture with the springs is relatively concise and convenient to apply pre-tension. As shown in Fig. 3, the fixture includes two parts: a tension exerting and a picture frame for shear exertion. The picture frame part consists of four high strength aluminum (A7075) bars, which were connected via four hinge joints.

The hinge joints were machined with high precision to reduce friction. The high strength aluminum was used to avoid the intrinsic deformation of the fixture and to minimize the weight for convenient operation.

The tension exerting part contains adjusting bolts, clamp plates, springs for exerting force, guide pillars and traction bars. The clamp plates and the traction bars were connected via four springs with a spring coefficient of 3.3 N/mm. The spring tension can be adjusted through the regulation bolt. A measure ruler is engraved on the side of tensioning bar to conveniently obtain a specific elongation of the springs (see Fig. 3). Two guide pillars were set to ensure smooth movement of the traction bars and clamp plates, in order to ensure uniform and parallel force. Fabric slip in test should be definitely avoided, thus, a rubber blanket was attached inside the clamp plates, and a small circular groove was machined on the inside surface of the top clamp plate. An alternative connector manufactured by monomer casting nylon was designed to fit the adapters of different testing machines. According to above design, this picture frame fixture can be used to explore the effects of different pre-tension on the shear behavior of the fabric under a large range of testing shear angles.

Fig. 3 The self-developed picture frame fixture to test the shear pre-tension coupling behavior of the fabric.

Experimental procedure

In shear pre-tension coupling tests, this devised picture frame fixture was installed in a universal testing machine (MTS E45.105). Shear tests were conducted on five levels of pre-tension including 0 N/mm, 0.6 N/mm, 1.2 N/mm, 1.8 N/mm and 2.4 N/mm. The loading speed is kept constant of 20 mm/min. For every pre-tension level, at least three repetitions were tested, and the averaged value was obtained for subsequent analysis.

The scheme of shear deformation mechanism in the fabric subjected to pre-tension is illustrated in Fig. 4. The parameters to characterize shear behavior under pre-tension is introduced as follow: N F is the tensile force measured by the testing machine.  is the theoretical shear angle, and can be calculated by the geometric relationship:

1 2arccos( ) 2 2 2 2 frame d L   = -= - + . (1) 
Generally, the normalized NS F is calculated by [START_REF] Cao | Characterization of mechanical behavior of woven fabrics: Experimental methods and benchmark results[END_REF]:

( ) 2 2cos 2 N frame NS fabric FL F L   =  . ( 2 
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Similar to the reported literature [START_REF] Launay | Experimental analysis of the influence of tensions on in plane shear behaviour of woven composite reinforcements[END_REF][START_REF] Kashani | Analysis of a two-way tension-shear coupling in woven fabrics under combined loading tests: Global to local transformation of non-orthogonal normalized forces and displacements[END_REF], due to the inherent characteristics of the devised picture frame fixture, it can be seen that the pre-tension T F is applied by the springs, and the amplitude of the pre-tension remains constant since the variation of the springs' length is kept to be constant in tests. The direction of the pre-tension is also constantly along the spring direction, and is not along the yarn direction in tests.

Thus, this work investigates the effect of different levels of pre-tension on the shear behavior of the fabric.

The shear deformation process of the fabric was captured by a CCD and a camera(Point Grey GS3-PGE-91S6M; 9 million pixels; Resolution: 3376 x 2704) with a frequency of 1 frame/s. Then, the full-field displacement in shear process and the variation of fabric surface under different pre-tensions were calculated by digital image correlation software Vic 2D and Vic 3D, respectively. In order to obtain the yarn width at different shear angle, the corresponding pictures of shear deformation under specify shear angle captured by CCD were extracted and imported into ImageJ software. Then, the yarn width can be measured by the pixels, and the pixel value is converted to actual length using the scale bar. Finally, the yarn width was calculated by averaged value of 9 points randomly selected on three yarns to avoid the measurement error. Then, the variation of yarn width in shear process was also obtained. The comparison of practical shear angles measured by DIC results with the theoretical prediction by Eq. ( 1) is given in Fig. 6. It is noted that, generally, the measured shear angle is in agreement with theoretically calculated values under different pre-tensions in the considered range. While, when the theoretical shear angle is larger than40°, the measured shear angle gradually becomes remarkably lower than theoretical ones, indicating that the shear deformation reaches a limit above this shear angle, and the deformation becomes non-pure in-plane shear behavior. This phenomenon can be also confirmed in Fig. 7. As shown in Fig. 7,in order to compare the shear behavior before and after the shear limit, the local mesoscopic structure features before shear limit are extracted at shear angle of 30°and 40°, and the corresponding features after shear limit are extracted at shear angle of 50° to clearly reflect the variations. The points a, o, b are the intersections of weft yarn edge line and warp yarn edge line. The line oa and ob coincides with the edge of yarn at shear angle of 30° and 40° for all pre-tension levels, which means the fabric presents pure in-plane shear deformation, and demonstrates the sample design effectively limits the boundary effects. While, the line oa or ob is misaligned with the edges of yarn when the shear angle reaches large value of 50°, indicating that the in-plane shear deformation is not pure. Actually, the non-pure in-plane shear deformation at high shear angle of fabric is originated from the lateral compression limitation of the yarn. Besides, the excessive lateral compression of the yarn induces the out of plane deformation, which can easily cause wrinkle defects in the forming process. Therefore, the non-pure in-plane shear deformation of fabric should be avoided in fabric forming process.
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Effects of pre-tension on shear responses

According to Eq. ( 2), the normalized shear forces versus shear angles are shown in Fig. 8. It can be seen that the normalized shear forces rapidly rise when shear angle is higher than 40°, suggesting that this angle is a critical angle to determine the pure shear deformation limitation of this woven fabric, and wrinkle will be developed due Here, it is important to compare the shear forces which are affected by different pre-tension levels. According to the literature [START_REF] Chen | Formability optimisation of fabric preforms by controlling material draw-in through in-plane constraints[END_REF], a coupling factor CF is defined as: , ,0 () () ()

NS P NS F CF F    = , (3) 
where ,

NS P

F

is the normalized shear force with pre-tension, and ,0 NS F is the normalized shear force without pre-tension. The coupling factor CF under different pre-tension levels is characterized in Fig. 9. Before 40° shear angle, as increase the pre-tension levels, the amplitude and slope of the CF curves rise, indicating the enhancement of pre-tension can improve the ability of the fabric to resist shear deformation. On the other hand, with the evolution of the shear angle, the CF curves under different pre-tension levels gradually become consistent, and approach to 1. That is the pre-tension cannot affect the shear force when shear angle is larger than 40°.

Besides, as shown in Fig. 9, at the beginning of shear deformation, the CF value is dramatically enhanced due to the increase of static friction among yarns when applying a pre-tension, which was also reported by Zhu's work [START_REF] Zhu | Mechanical behaviors of Kevlar 49 fabric subjected to uniaxial, biaxial tension and in-plane large shear deformation[END_REF]. Then, considering the enhancement of interaction force among yarns can reduce the evolution of fabric surface due to the fabric weaving structure. Thus, in order to explore the effect of the pre-tension on the interaction force among yarns, the evolution of un-sheared fabric surface under different pre-tensions was calculated through the software Vic 3D as shown in Fig. 10. The Z-coordinate of the fabric surface decreases with the increasing pre-tension. The maximum amplitudes are 1.14 mm, 0.73 mm, 0.69 mm, 0.65 mm for pre-tension level of 0.6 N/mm, 1.2 N/mm, 1.8 N/mm, 2.4 N/mm, respectively, indicating the interaction force is enhanced.

Obviously, the variation of surface is not significant when pre-tension is higher than 1.2 N/mm. While, the interaction force should be still increased remarkably as described of the static friction enhancement among yarns in Fig. 9, suggesting the deformation of yarn becomes difficult. 

Variation of yarn width

As shown in Fig. 11, generally, in the view of mesoscopic scale, there are three typical deformation stages in shear deformation of woven fabrics [START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF]. The yarns firstly rotate with each other until the yarn gaps disappear. Then, the yarns rotate without the gaps and suffer both lateral and longitudinal compression. Local buckling of the yarns will also arise. Finally, the yarns reach a compression limit (shear locking).Beyond the shear locking angle, the yarns primarily experience lateral compression, and the in-plane shear deformation is not pure. The yarn width continues to decrease, leading to the out of plane waviness of fibers, namely, the appearance of wrinkle defect. Thus, obviously, the variation of the yarn width in the pre-tension levels shows clear enhancements at the same shear angle compared with that with no pre-tension. For instance, the ( ) w  is increased by 0.07 at the shear angle of 42° for 0.6 N/mm pre-tension, indicating the previous conclusions with regard to the yarn evolution under no pre-tension are not appropriate for that of under specific pre-tension. Then, in order to explore the effect of pre-tension on the yarn width variation, the variation of yarn width ( )

w  
is presented in Fig. 12b, and the value is calculated by: ( ) ( ) ( )

0 w w w   =  - , ( 4 
)
where the ( )

0 w  is the yarn width of un-sheared fabric. It is remarkable that ( ) w  
decreases with the increasing pre-tension, suggesting that the pre-tension suppresses the lateral compression deformation of yarn. Especially, the suppression effect becomes remarkable with the enlarged shear angle. Actually, the reduction of ( ) w   with the enlarged pre-tensions will decrease the deformation in thickness direction of yarn. Therefore, this result confirms that the pre-tension can suppress the wrinkle defect which is always induced by large deformation in thickness direction of yarn. It can be seen that the ( ) w   is hard to be distinguished when pre-tension is higher than 1.2N/mm, indicating that the effect of pre-tension to suppress wrinkle defect cannot be unlimitedly improved. These results also reflect that the serious wrinkle defects induced by excessive shear deformation can be controlled by applying pre-tension, but cannot be unlimitedly suppressed by solely improving the level of pre-tension in the practical forming process.

In order to predict the yarn width evolution of the comingled glass-polypropylene 2-2 twill woven fabric under different pre-tension level, a model ( ) , T wF  considering pre-tension effect is proposed based on the reported work [START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF], and it is given as:

( ) ( ) ( ) , 0 cos T w F w A  =    , (5) 
where the parameter A is the effect factor of the pre-tension. To simplify the equation, the concept of width variation ratio

( ) ( ) ,0 T r w F w
 = , which is the transformation of Eq. ( 5), is used here. As shown in Fig. 13a, the measured data of r versus shear angle is fitted by the model. The effect factor of parameters A under different pre-tension levels can be also obtained, and is listed in Table 2. The high value of correlation factor Adj (R2) demonstrates the fitting effectiveness of the model. That is the model can effectively capture the yarn width evolution. predict the variation of parameters A under the pre-tension range of 0.0-2.4N/mm. It can be seen that the parameter A is reduced with the increasing of pre-tension level.

While, the slope of parameter A curve decreases, indicating the effects of pre-tension on the yarn width variation gradually weaken. Then, substitute the exponential function into Eq. ( 5), the yarn width ( )

, T wF  when the fabric suffer shear deformation under pre-tension can be expressed as: 

( ) ( ) ( ) ( ) ( 0 
=   +    . (6) 
Thus, in view of mesoscopic scale, Eq. ( 6) can capture the evolution of yarn width under different shear angle and especially under pre-tensions. That is the yarn width under shear pre-tension coupling can be predicted for the comingled glass-polypropylene 2-2 twill woven fabric. In addition, according to the Eq. ( 5), the parameter A has a non-linear dependence with the shear behavior when the shear angle is kept constant as shown in Fig 14a . While, as the effective interval of parameter A is limited by the applied pre-tension as shown in the Fig. 13b, the non-linear relationship is not significant in the effective interval of this work (Fig. 14b). With the decreasing of parameter A, the yarns width is enlarged, indicating the yarn width variation ( ) ( ) ( ) 

0 w w w   =  - is suppressed. While,

Discussion

Macroscopic shear performance

In this work, the shear force of the comingled glass-polypropylene 2-2 twill woven fabric shows an evident increase when subjected to pre-tension, as pre-tension enhances the friction between yarns. However, the improvement of shear force is not obvious when the shear angle is larger than 40°. This convergence phenomenon of curves in Fig. 8 is also reported in studies [START_REF] Matveev | A novel criterion for the prediction of meso-scale defects in textile preforming[END_REF][START_REF] Harrison | Press forming a 0/90 cross-ply advanced thermoplastic composite using the double-dome benchmark geometry[END_REF], and up to now, these works believe that this result is owing to the inherent design limitation of the test device, which causes a relaxation of the pre-tension force applied to the fabric force when the shear deformation is enlarged to specific degree. However, for the devised picture frame fixture in current work, the pre-tension provided by springs will not be relaxed in experiment. Actually, when the fabric reached a specific shear angle (about 40° in this work, i.e. stage 3), the gaps among yarns and the gaps among fibers disappeared, and the deformation approached to be no-pure in-plane shear as described in the Fig. 6 and 7. Besides, when the shear angle is larger than critical value, such as 40° in this work, the yarns rotation was largely limited, and the lateral compression was primary deformation mode of the fabrics. Thus, the shear deformation of the densified fabrics can be regarded as the deformation of an entity without gaps, making the shear force almost unaffected by pre-tension.

Mesoscopic deformation

As shown in Fig. 10 and 12, the pre-tension has significant effect on the mesoscopic geometric features of the fabric. However, when the pre-tension is above 1.2 N/mm, this effect is not remarkable. As shown in Fig. 15, the normal pressure between the surfaces of two yarns is enhanced when yarns are subjected to pre-tension, and will also result in a reduction in the cross-sectional height of the yarns. Thus, the undulation of the fabric surface will decrease. However, with the increasing of deformation degree of the yarn cross section, the degree of deformation difficulty is enlarged exponentially [START_REF] Wei | Preforming behaviors of carbon fiber fabrics with different contents of binder and under various process parameters[END_REF]. Thus, the effect of pre-tension on reduction of the undulation of fabric surface is not significant when the value of pre-tension is higher than 1.2N/mm (Fig. 10).As shown in Fig. 15, the fibers in the yarns will be arranged more closely as cross-sectional height of the yarn decreases, indicating that the ability of yarn to resist lateral compression is enhanced. Thus, the variation of the yarn width ( ) w   is reduced when subjected to pre-tension. While, the ( ) w   approaches to be constant when the pre-tension is larger than 1.2N/mm, since the cross-sectional height of yarn can be hardly changed more.

It is well know that the ( ) w   is a significant cause of wrinkle appearance, since the yarn width reduction will lead to the increase of the yarn thickness, and the nature of the wrinkle defect is the over increase of the yarn thickness [START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF]. That is the relative large

( )

w   will lead to the significant increase of the yarn thickness, and the wrinkle defect will arise more easily. In this work, when the pre-tension is applied on the yarns, we experimentally identify that at the same shear angle, the yarn width The effects of pre-tension on macro shear force and mesoscopic features, including undulation of fabric surface and variation of yarn width, were obtained and discussed.

Main conclusions are summarized as follows:

(1) A picture frame fixture was originally designed with a concise approach to apply pre-tension for testing shear pre-tension coupling behavior. The experimentally obtained shear deformation under applied pre-tension is uniform, demonstrating the effectiveness and reliability of the self-developed picture frame fixture.

(2) The critical shear angle of the comingled glass-polypropylene 2-2 twill woven fabric is experimentally confirmed to be 40°, and the in-plane shear deformation is not pure when shear angle is higher than 40°.The shear force is enhanced significantly by increasing pre-tension when the shear angle is lower than 40°.

While, the shear force can not be enhanced when shear angle is beyond 40°.

(3) The pre-tension suppresses the mesoscopic undulation of un-sheared fabric surface, suggesting the enhancement of coupling effect at the initiation of shear deformation due to the static friction. However, the suppression effect on the undulation is not obvious when the pre-tension is higher than 1.2N/mm. w   approaches to be constant when pre-tension is higher than 1.2N/mm.

In the future work, relative large shear angle of the picture frame fixture should be designed to induce obvious wrinkle defects, so that the correlations among the pre-tensions, yarn width evolution and wrinkle defects can be further revealed.
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 1 Specification and geometrical properties of the comingled glass-polypropylene fabrics.

	Weight	Area	Yarn linear	Thickness	Yarn	Yarn
	faction	density	density	(mm)	spacing	width
	(glass)	(g/m 2 )	(tex)		(mm)	(mm)
	60%	950	1870	1.4	4.9	4.17
	2					

.2 Picture frame fixture

  

Table 2

 2 The values of correlation factor Adj (R2) and parameter A. obtained in this work versus pre-tension level are plotted as scatters in the
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shear process, as a most important mesoscopic feature, is a significant index to reflect the different stages of shear deformation. Most importantly, the variation of the yarn with under different levels of pre-tension can clearly index the effect of shear pre-tension coupling effect. As the arrangement of this woven fabric yarns is tight, the variation of yarn width in the first stage of shear deformation, namely, small value of shear angle, is not pronounced. Consistent with the yarn width variation under condition of no pre-tension in the literature [START_REF] Zhu | An experimental study of in-plane large shear deformation of woven fabric composite[END_REF], with or without pre-tension, the yarn width shows a decreasing trend when the shear angle increases . While, the ( )